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Group Art Unit: 2661 
Examiner : 
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Technology Center 2600 



Sir: 

Further to applicants* preliminary amendment dated January 
4, 2002, permission is requested to amend FIG. 3 of the above- 
identified application as indicated in red on the copy of the drawing 
attached hereto. By the requested change, applicants seek to correct a 
typographical error. Applicants submit that the amendment will not add 
new matter to the disclosure of the present application and, therefore, 
that the amendment should be enterable . 

If there are any questions regarding the proposed change, 
the Examiner is invited to telephone the undersigned at (908) 654-5000. 
Additionally, in the event that there are any fees due and owing, the 
Examiner is authorized to charge our Deposit Account 12-1095 therefor. 

Respectfully submitted, 

LERNER, DAVID, LITTENBERG 
KRUMHOLZ & MENTLIK, LLP 

ANDREW T. ZIDEL 
Patent Agent 
Reg. No. 45,256 

600 South Avenue West 
Westfield, New Jersey 07090 
Telephone: (908) 654-5000 
Facsimile: (908) 654-7866 

I hereby certify that this correspondence is being deposited with the United 
States Postal Service with sufficient postage as First Class mail in an envelope 
addressed to Commissioner for Patents, Washington, D.C. 20231 on January 4, 2002. 
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